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Flange Clamp-on Seal Joints

i Cromrmrac) \ VW

HE: BEE
REE: BHFRANL
RESERE:-40°C ~+150°C

Material: Aluminum Alloy

Surface Treatment: Hard Anodizing

Temperature: -40°C ~+150°C

When to use it: High-voltage DC Charging Pile; It needs to be
disassembled and assembled several times; No

ql H

colors

PEMAER VO Flammability Rating: VO
BHiFELR PSS Ingress Protection: IP55
FHIAME: > 200N( B ) Tensile Strength value: > 200N (Static)
ERBEBE ; ¢ H
AEmme custom wrenches
are available
Allensocket  Lock the male and Allen socket
screws female pieces screws Body
ARBRYL RAGH AABRL E353
AEBH vz mm

w

& BAIIME i%?L a/b | XA SW/ 3¢ A o WS

49.5(34-42)-H 3442
49.5(34-42)-H 3442
49.5(28-36)-H 2836
49.5(28-36)-H 2836
49.5(23-31)-H 2331
49.5(23-31)-H 2331

21.5/215

21.5/215

21.5/215

21.5/215

21.5/215

21.5/215

BOATE: GB/T192-2003 GB/T196-2003
Thread standard: GB/T192-2003 GB/T196-2003

ERER www.hxljigen  ESMER :www.hxljg.net

73/¢ 77

73/¢ 77

73/¢ 77

3/¢ 77

73/¢ 77

3/¢ 77

24

24

24

24

24

M5*30/M5*16

M5*30/M5*16

M5*30/M5*16

M5*30/M5*16

M5*30/M5*16

M5*30/M5*16

2/4

2/4

2/4

2/4

2/4

HX-FL.949.5(34-42)-H

HX-FL.949.5(34-42)-H( &)

HX-FL.949.5(28-36)-H

HX-FL.®49.5(28-36)-H( & )

HX-FL®49.5(23-31)-H

HX-FL.®49.5(23-31)-H( &)



